
Specifications :
Voltage rating: 30V AC / DC
Current rating: 3.0A  AC / DC
Withstanding voltage: 500V AC/minute
Temperature range: -25°C~+85°C
Insulation resistance:≥100MΩ
Contact resistance: ≤20mΩ
After environmental testing：≤40mΩ
Suitable SWB  Terminal:1302T
Suitable SWB  Wafer:1302WRS
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Series No.
Category：H-Housing  
Welding Board Angle: Blank-ordinary   
Row No.-Pin No.:  1xXX-1x02~1x12P
Material: NL-PA66  94V-0 
Color：N-natural color
Packag: B-Bag
Green code：H-Halogen Free
Water code:01
F-Other Connectors
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Specifications :
Voltage rating: 30V AC / DC
Current rating: 3.0A  AC / DC
Withstanding voltage: 500V AC/minute
Temperature range: -40°C~+105°C
Insulation resistance:≥100MΩ
Contact resistance: ≤20mΩ
After environmental testing：≤40mΩ
Wire Range:AWG#26~28
Insulation O.D:0.98mm (Max.)
Used In SWB  Housing:1302H 
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1302 T X X-H 10 S X-01 F 

Series Number
Category: T-terminal
Shape：Blank-ordinary
Appearance encoding:Blank-Ordinary
Material：H-High conductivity copper
Plating style: 10- Whole Gold :Gold Flash
Plating method:S-Stamping before plating
Special No: Blank-Normal Leads 
Water code:01
F-Other connectors

1 2 3 4 5 6 7

7

8

8

9

10

9 10

2018/09/27JasonJoshuaSmark

1302T-H10S-01F 

1.30 mm Crimp Style Connectors
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Specifications :
Voltage rating: 30V AC / DC
Current rating: 3.0A  AC / DC
Withstanding voltage: 500V AC/minute
Temperature range: -40°C~+105°C
Insulation resistance:≥100MΩ
Contact resistance: ≤20mΩ
After environmental testing：≤40mΩ
Metal material: High conductivity copper
Mates With SWB Housing:1302H

1302 W R S- XX HF- 4T V01 X
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Series No.
Category：W-wafer  
Welding Board Angle: R- 90°
Welding Way:  S-SMT 
Row No.-Pin No.:  XX-02P~12P
Green code：HF-Halogen-Free
Plastic material: 4T-PA4T  94V-0 ;
Planting Category:  V01-All Gold Flash
Color：B-Black; N-Natural
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